
Concourse Tile
Technical Datasheet
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Product:			   Concourse Tile 
 
Customs tariff number:	 40169100 
 
Product details:		  » Surface or well installation
			   » Compatible with Matrix Tile system
			   » Slip resistant
			   » Unlimited modular size
			   » 100 % natural rubber
			   » Simple to fit
			   » PVC-free
			   » 1 year guarantee
			   » Made in Europe 
 
Burning behaviour:		  BS 6307:1982(2003)/DOC‐FF‐1‐70 
			   BS 4790:1987 (2014) 
 
Slip resistance:		  TM 144:2011 
 
Temperature resistance:	 -20 ºC - +70 ºC 
 
Total weight:		  approx. 14.1 kg/sqm (12 mm) 
			   approx. 22.8 kg/sqm (18 mm) 
Overall height:		  12 mm or 18 mm 
 
Application areas:		  » Commercial indoor and outdoor use 
			   » Entrances 
			   » Public buildings

Module size: 		  50 x 100 cm 
			    
			   Module system allows for unlimited size 
			   options 
 
Material:			   Polymer enhanced heavy-duty SBR Rubber 
 
Note:			   Whilst these tiles are flexible deliberate bending 	
			   should be avoided 
 
Cleaning:			   » Carpet cleaning / Vacuum cleaners

For all mats we reseve the right of production-related tolerance of +/- 5 % in size | Colours are subject to commercial tolerance KT-0169-1019 Date: 25.10.19
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